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... prefabricated cabinets for storage in 
homes, schools, offices and stores 


Available in a wide range of sizes and 
types, designed and fabricated to be 
easily installed in any type of build¬ 
ing. Unlike other “built-ins” take 
Storagewall with you when you 
move! 

Handsomely proportioned units of 
select white birch (other woods may 
be had), naturally finished, add 
charm and grace. Storagewall is 
quality through and through, finished 
to perfection in every detail. 

No disappointments from misunder¬ 
standings, no chances with hit or miss 
carpentry. Choose the types and sizes 
of units for your space, see the actual 
units on display and that is exactly 
what you receive. 

All Storagewall units are uniform 
products manufactured to a rigid, 
precise, engineering standard. Stor¬ 
agewall is assembled by experienced 
skilled craftsmen in a factory 
equipped with proper woodworking 
equipment. 

Everything comes cut and drilled to 
size. A level and screwdriver are all 
the tools needed. 
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SPECIAL FEATURES 

The rib and channel principle of construction (ex¬ 
clusive with Storagewall) protects against warpage, 
insures a strong, structural wall and permits safe, 
concealed electrical wiring to run horizontally and 
vertically between the units and through the base. 
Electrical outlets may be installed on the 3-inch 
standard base. Storagewall is a structural unit in 
itself. It need not require blocking to wall or ceiling. 
No damage to plaster in new construction or re¬ 
modelling. 

All “Standard" Storagewall units, because of the 
nature of their construction and design, are finished 
flush on the interior. 

The Storagewall Level-O-Matic base may easily 
be leveled with wedges for ease in installation and 
the exterior face board may be had by specifying 
in heights from 1 Vi inch to 4 V 2 inches (3" standard). 
This feature makes it easier to approximate ceiling 
height and top of wall clearance. 

The quality of Storagewall is apparent in that the 
tolerance used in working the wood is Vv inch. 



Isometric drawing above shows rib and channel con¬ 
struction and drillings for blocking units together. 
Note horizontal and vertical chases for wiring. 

INSTALLATION 

The standard Storagewall base is laid in place 
and leveled by wedges provided. The cabinets are 
then placed on the base, and fastened one to the 
other by means of the provided standard size con¬ 
vector screws and connector strips. After the cabinets 
are all in place there remains only the routine work 
of cutting filler or scribe strips to fit irregularities of 
the walls and ceilings and covering exposed surfaces 
with finished panelling. 

Everything comes cut and drilled to size. 

Component or closet fronts provide facings for 
closets and other storage spaces and may be in¬ 
stalled by nailing in rough openings framed for 
desired size. Frames may be set flush with finished 
wall surfaces. 


SPECIFICATIONS 

general Provide and install where shown on drawings, 

Storagewall cabinets as manufactured by Stor¬ 
agewall, 66 East Walton Place, Chicago 11, III., 
or any of its franchised manufacturers, in the type 
and size shown. 

material “Standard” Storagewall cabinets shall be made 
of birch plywood with solid stock for front and 
back ribs. Adjustable shelves shall be of fir plywood 
with solid wood facing. Any woods (oak, walnut, 
etc.) may be had for door fronts, drawer fronts or 
exposed panelling. 

Hinged doors shall be %" hollow core built-up and 
vented with birch facing of Vs" plywood both sides. 
Front face shall be select white birch. 

Sliding doors shall be bypassing, flush type, hung 
from metal track. Vs" glass, perforated masonite, 
or perforated transite sliding panels may be had 
on the smaller units. Panels for the front of the 
speaker, radio-phonograph or television unit may be 
had of any material desired. 

“Modified” Storagewall simply uses woods and 
materials desired. Framing can be changed to elimi¬ 
nate excessive panelling for economy in “budget" 
uses. 

construction Storagewall units shall be completely fabricated 
and assembled in the shop and shipped assembled 
ready for installation unless otherwise specified. 
(Units can be shipped K.D.) 

equipment For standard equipment see opposite page. All 
hardware shall be mounted and ready for use, but 
door and drawer handles are unmounted in order to 
decrease damage in shippng. 

Specify whatever additional equipment or hardware 
needed for the cabinets’ proper use. i.e. shoe rack 
for wardrobe, students or teachers needs for class¬ 
room cabinets etc. 

erection The contractor shall erect Storagewall in accord¬ 
ance with the manufacturer’s instructions as called 
for on the drawings. Scribe strips, screws, blocks, 
etc., shall be provided by Storagewall. 


finishing The “Standard” Storagewall finish is a sealer 

and coat and two coats of lacquer sprayed and rubbed, 

painting Both “Standard" and “Modified” Storagewall 

may be had unfinished for staining or prime coat for 
painting. Standard colors for interior of units or pan¬ 
els are white, yellow, red, blue or black. Use Colors! 

Storagewall can be financed through F. H. A. and V. A. 
Storagewall bears the union label. 
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Cupboards— 12", 18" and 24" 

depths. A, B & C. Adjustable 
shelves each foot in height. 
Wardrobes—4' and 6' in height. 
12", 18" and 24" depths. A, B & C. 
Adjustable shelf and metal rod. 
Shoe racks, drawers, etc., may be 
specified. 


Chests of Drawers—18" and 24" 
depths. B & C. 3, 5, 6, 7 and 8 
drawers. 


Open Units . . . bookcases—12", 
18" and 24" depths. A, B & C. Ad¬ 
justable shelves each foot. Interior 
colors if desired. 


Trays—18" and 24" depths. B & C. 
With or without doors on front. 
Finished interiors. 6 and 9 trays. 
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Vanity—12", 18" and 24" depths. 
A, B & C. Mirror and colors if de¬ 
sired. Standard colors. 


Record Divide—18" and 24" depths. 
B & C. Removable dividers. Special 
sizes for filing. 

Radio-Phonograph—18" and 24" 
depths. B & C. Finished interiors— 
vented. Door on phono optional. 
Sliding tray for phono. 


Television—18" and 24" depths 
B & C. Front panel of wood, per¬ 
forated masonite or perforated tran- 
site. Vented at top. 

Speaker Unit—12", 18" and 24" 
depths. A, B & C. Panel cut for 
speaker size. 


Drop-Leaf Table—12", 18" and 24" 
depths. A, 8 & C. Adjustable shelves 
each foot in height. Leaf drops on 
leg to form table. 
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Desk—18" and 24" depths. B & C. 
Adjustable pigeon holes and light 
optional. Leaf folds up for closing. 
Standard colors. 

Bar—12", 18" and 24" depths. A, B 
& C. Adjustable glass shelf. Light 
optional. Colors. 


Storagewall Component Parts — These fronts are the 
standard Storagewall units with ribs (less the sides, top 
and bottom as well as back) for framing into any open¬ 
ing. Hinged or sliding doors. 


Closet Fronts—Shipped KD, prime coated, complete with 
hardware and installation instructions. When using Closet 
Fronts, interior arrangements of the closer are supplied by 
the builder. Standard 2" jambs may vary to accommodate 
thicknesses of abuting walls. Facings may be omitted. 
Special sizes made to order. When ordering Closet 
Fronts, specify types and dimensions, jamb widths de¬ 
sired, and whether oak threshold is to be set on or 
flush with finished floor. 
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DESIGNING A STORAGEWALL 

The utility and beauty of a complete Storagewall install¬ 
ation depends largely upon the layout. 

With reference to the above graph, determine the width, 
height and depth of the area available and the type of 
units needed. Then simply lay the wall out on the graph 
or on plans selecting the type and size of the units required. 
Storagewall units are provided in dozens of sizes and 
kinds. A bedroom wall may be made up of wardrobe 
units only, or a combination of wardrobes, chests of 
drawers, trays cupboards and a variety of others. They 
all fit together. 

Storagewalls can be designed to form independent parti¬ 
tions that fit between existing walls or they can be used 
against existing walls. Furthermore, they can be used as 
full height partitons from floor to ceiling or as partial 
partitions of any desired height. Storagewall not only 
provides for storage, it encourages flexibility in planning. 

SYMBOLS FOR THE CABINET SIZES 

2-0" The individual Storagewall cabi¬ 

nets vary in height, width and 
depth by multiples of six (6) inches. 
This standard unit of size is the 

Storagewall “Module ’. 

The number below the unit in the 
diagram at the left gives the size of 
the unit in terms of this “Module”. 

The depth of a cabinet is indicated 
by a letter: 

“A” stands for a 12" deep cabinet 
“ B ” ” ””18" ” 

“C.24" ” 

These symbols are used to designate the cabinet sizes in 
ordering or layout on plan or elevation and is written 
directly on the layout or elevation together with a brief 
description of how the cabinet will be used. For example 
above, if a chest of drawers of this size is required the 
drawing would be designated as 84B or C CHEST OF 
DRAWERS or if a wardrobe is desired 84C WARDROBE, 
etc. See illustration at top of page. 
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PLAN VIEW 

CHECK LIST 

With reference to the illustration above, the actual layout 
shown on the front cover, check the following. 

(J) Storagewalls are placed on a standard Storage- 
wall base 3 inches high (plus or minus 1 Vi inches to fit 
ceilng more closely if desired). A 2" toe space may be 
had, otherwise the base is flush with the wall. 

Provide a space between a Storagewall and an 
existing wall or ceiling for the filler scribe to fit the irregu¬ 
larities of the plastered wall or ceiling. Filler scribes of two 
or three inches are sufficient. Partial height walls used as 
semi-built furniture need not be secured in this fashion. 

© In designing a Storagewall start by drawing a line 
6'-3" above the floor level (the 3" allows for the standard 
base). Below this level are placed the wardrobes, chest 
of drawers, desk, bars, hat and shoe cabinets and book¬ 
cases; above are the dead storage cabinets for suitcases, 
blankets, etc. 

(d) Properly designate cabinet size and type. See 
“Symbols for the Cabinet Sizes.” 

(§) Finish Panels— Storagewall is finished on the in¬ 
side of the units and the front. On all exposed backs or 
sides, whether facing one room or the adjoining room 
or space, place a panel. The standard panel is select 
white birch but any wood may be specified to harmonize. 

(F) Check specifications. 


Storagewall 

66 East Walton Place 


Chicago 11, Illinois 


Franchised mills are located throughout the country. 
Write home office for mill nearest you. 
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